
The Snom ACUSB adapter cable connects A100 M/D 

headsets with all Snom landline telephones with 

USB ports.

The integrated buttons to accept and end calls, mute 

function and volume control allow for a more effi-

cient use of the telephone.

Plug & Play function: just plug it in to use.

Datasheet

ACUSB
USB Adapter Cable for A100M / A100D Snom headsets

· USB connection: Plug & Play for simple and intuitive use 

· Easily accessible call control with accept/end

· Call, mute, and volume control functions 

· Up to 48 kHz sampling rate; 16 bit resolution 

· Audio and voice DSP, support for EQ and AGC

· LED indicators for accept and mute functions 

· Compatible with Snom landline telephones and PC 

(Windows, Mac OS, Linux) with USB port

· Easy disconnection thanks to the Quick Release 

(QR) function without interrupting an ongoing call 

· Cable length: 1.7m

· Part Number: 00004343

Adapter Cable for
00004341 Snom A100 M

00004342 Snom A100 D



The Snom ACPJ adapter cable connects the A100 M/D 

headset to all devices with 3.5mm jacks.

·  Suitable for Snom DECT devices (M25/M65/M85)

· Compatible with most mobile devices 

· Cable length: 60cm (2.5m taut)

· Part Number: 00004344

Jack Adapter Cable for 
00004341 Snom A100 M

00004342 Snom A100 D

Datasheet

ACPJ
3.5 mm Jack Adapter Cable for A100M / A100D Snom headsets

Version 1.0.3 / en / 07 · 2017
Copyright © 2017 Snom Technology GmbH. All rights reserved. Snom is a registered trademark of Snom Technology GmbH and its affi  liates in the European Union, USA, Japan, China and certain other countries and regions. Unless specifi ed 
otherwise, all trademarks, in particular product names, are legally protected trademarks of Snom Technology GmbH. Other mentioned trademarks or registered trademarks are the property of their respective manufacturers or owners. 
Product specifi cations are subject to change without notice. We do not accept liability for printing errors and mistakes. snom.com 


